PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-02334 Wednesday January 13, 2021

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission
reserves the right to return any of the applications if, upon further examination, it is determined they are defective and
not in conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any
of these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications
accepted for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-AMD-20201216-01392 E E202181 GUSA Licensee LLC

Amendment
Class of Station: Fixed Earth Stations
Nature of Service: Mobile Satellite Service

See IBFS File No. SES-LIC-20201026-01178 for a description of application.

SITE ID: REN3
LOCATION: 3135 Waltham Way, Storey, McCarran, NV
39°33'17.00 " N LAT. 119°29'50.00 " W LONG.
ANTENNA ID:  REN3 6 meters Cobham SATCOM SeaTel Tracker T6000
6900.0000 - 7055.0000 MHz 2M50G7D Direct sequence CDMA for single-carrier
telemetry data
6900.0000 - 7055.0000 MHz 200KG7D Burst mode packet data with BPSK
modulation
6900.0000 - 7055.0000 MHz 2M46G2W CDMA /for single-carrier AMSS
6900.0000 - 7055.0000 MHz 2M46GTW CDMA/voice and data
6900.0000 - 7055.0000 MHz 2M50G2D Direct sequence CDMA for single-carrier
telemetry data
6900.0000 - 7055.0000 MHz IM23G2W CDMA/for single-carrier AMSS
6900.0000 - 7055.0000 MHz 1IM23G7W CDMA/voice and data
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6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6875.9500 - 6877.1500 MHz

6875.9000 - 6879.1000 MHz

5096.0000 - 5250.0000 MHz

NON Unmodulated CW for testing

IM23XXX White noise modulated carrier for testing
7K00G1D Telemetry carrier

70K0G7D Telemetry carrier

4M50G7D 72.20 dBBW Burst mode packet data with

&#960;/2-BPSK modulation

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBW CDMA /for single-carrier AMSS
5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBBW CDMA/voice and data
5096.0000 - 5250.0000 MHz IM23G2W 55.00 dBW CDMA /for single-carrier AMSS
5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBBW CDMA/voice and data
5096.0000 - 5250.0000 MHz NON 59.00 dBBW Unmodulated CW for testing
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBBW White noise modulated carrier for testing
5091.3800 - 5091.6200 MHz 40K0G2D 68.00 dBBW Telecommand carrier
5091.0000 - 5092.0000 MHz 76K0F2D 68.00 dBBW FM subcarrier on telecommand carrier
6900.0000 - 7055.0000 MHz 230KG7D Burst mode packet data with BPSK
modulation
6900.0000 - 7055.0000 MHz 280KG7D Burst mode packet data with BPSK
modulation
Points of Communication:
REN3 - GLOBALSTAR (S2115) - (NGSO)
REN3 - OTHER -
SES-AMD-20201216-01393 E E202182 GUSA Licensee LLC

Amendment
Class of Station:

Nature of Service: Mobile Satellite Service

Fixed Earth Stations

See IBFS File No. SES-LIC-20201026-01179 for a description of application.

SITE ID: REN2

LOCATION: 3135 Waltham Way, Storey, McCarran, NV

39°33'17.00 " N LAT.

ANTENNA ID:  REN2

119°29'52.00 " W LONG.

Cobham SATCOM SeaTel Tracker T6000
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6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6875.9500 - 6877.1500 MHz

6875.9000 - 6879.1000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5091.3800 - 5091.6200 MHz

5091.0000 - 5092.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

Points of Communication:

REN2 - GLOBALSTAR (S2115) - (NGSO)

2M50G7D

200KG7D

2M46G2W

2M46GTW

2M50G2D

1IM23G2W

IM23G7TW

NON

IM23XXX

7K00G1D

70K0G7D

4M50G7D

2M46G2W

2M46GTW

IM23G2W

1IM23G7TW

NON

IM23XXX

40K0G2D

76K0F2D

230KG7D

280KG7D

72.20 dBBW

55.00 dBBW

55.00 dBBW

55.00 dBBW

55.00 dBW

59.00 dBBW

59.00 dBBW

68.00 dBBW

68.00 dBW
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Direct sequence CDMA for single-carrier
telemetry data

Burst mode packet data with BPSK
modulation

CDMA /for single-carrier AMSS

CDMA/voice and data

Direct sequence CDMA for single-carrier
telemetry data

CDMA/for single-carrier AMSS

CDMA/voice and data

Unmodulated CW for testing

White noise modulated carrier for testing

Telemetry carrier

Telemetry carrier

Burst mode packet data with BPSK
modulation

CDMA /for single-carrier AMSS

CDMA /voice and data

CDMA /for single-carrier AMSS

CDMA /voice and data

Unmodulated CW for testing

White noise modulated carrier for testing

Telecommand carrier

FM subcarrier on telecommand carrier

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation



REN2 - OTHER -

E E202180

SES-AMD-20201216-01394
Amendment
Class of Station: Fixed Earth Stations

Nature of Service:

Mobile Satellite Service

GUSA Licensee LLC

See IBFS File No. SES-LIC-20201026-01177 for a description of application.

SITE ID: REN1
LOCATION:

ANTENNA ID:  RENI

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6875.9500 - 6877.1500 MHz

6875.9000 - 6879.1000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

3135 Waltham Way, Storey, McCarran, NV
39°33'17.00 " N LAT.

119°29'54.00 " W LONG.

6 meters Cobham SATCOM

2M50G7D

200KG7D

2M46G2W

2M46GTW

2M50G2D

1IM23G2W

IM23G7TW

NON

IM23XXX

7K00G1D

70K0G7D

4M50G7D

2M46G2W

2M46GTW

IM23G2W

1IM23G7TW

NON

72.20 dBBW

55.00 dBBW

55.00 dBW

55.00 dBBW

55.00 dBW

59.00 dBBW

Page 4 of 50

SeaTel Tracker T6000

Direct sequence CDMA for single-carrier
telemetry data

Burst mode packet data with BPSK
modulation

CDMA /for single-carrier AMSS

CDMA/voice and data

Direct sequence CDMA for single-carrier
telemetry data

CDMA/for single-carrier AMSS

CDMA/voice and data

Unmodulated CW for testing

White noise modulated carrier for testing

Telemetry carrier

Telemetry carrier

Burst mode packet data with
&#960;/2-BPSK modulation

CDMA /for single-carrier AMSS

CDMA /voice and data

CDMA /for single-carrier AMSS

CDMA /voice and data

Unmodulated CW for testing



5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBBW

5091.3800 - 5091.6200 MHz 40K0G2D 68.00 dBW
5091.0000 - 5092.0000 MHz 76K0F2D 68.00 dBBW
6900.0000 - 7055.0000 MHz 230KG7D
6900.0000 - 7055.0000 MHz 280KG7D

Points of Communication:

RENI1 - GLOBALSTAR (S2115) - (NGSO)

RENI1 - OTHER -

White noise modulated carrier for testing

Telecommand carrier

FM subcarrier on telecommand carrier

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

SES-L1C-20200422-00443 E E201990 SpaceX Services, Inc.
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to

not be published in the FCC Daily Digest.

SpaceX Services seeks authority for a new Ka-band gateway earth station located in Manistique, MI.

SITE ID: Manistique Gateway
LOCATION: Schoolcraft, Manistique, MI
45°54'31.00 " N LAT.

ANTENNA ID:  CO-1 1.47 meters SpaceX
17800.0000 - 18600.0000 MHz 480MD7W 0.00 dBW
18800.0000 - 19300.0000 MHz 480MD7W 0.00 dBW
27500.0000 - 29100.0000 MHz 480MD7W 60.50 dBBW
29500.0000 - 30000.0000 MHz 480MD7W 60.50 dBW
ANTENNA ID:  LO-1 1.47 meters SPACEX
29500.0000 - 30000.0000 MHz 480MD7W 60.50 dBBW
27500.0000 - 29100.0000 MHz 480MD7W 60.50 dBW
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86°29'0.90" W LONG.

1.47M

Modulation and Services BPSK up to 64
QAM; Digital Data

Modulation and Services BPSK up to 64
QAM; Digital Data

Modulation and Services BPSK up to 64
QAM; Digital Data

Modulation and Services BPSK up to 64
QAM; Digital Data

Modulation and Services BPSK up to 64
QAM; Digital Data

Modulation and Services BPSK up to 64
QAM; Digital Data



18800.0000 - 19300.0000 MHz 480MD7W Modulation and Services BPSK up to 64
QAM; Digital Data

17800.0000 - 18600.0000 MHz 430MD7W Modulation and Services BPSK up to 64
QAM; Digital Data

Points of Communication:

Manistique Gateway - SPACEX (S82983/3018) - (NGSO)

SES-L1C-20200427-00449 E E201992 GUSA Licensee LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LLC requests permanent authority for the operation of an additional gateway earth station antenna at Clifton, Texas. From a
hardware and RF perspective, the proposed earth station antenna is identical to Globalstar's existing, licensed gateway earth station antennas in
Clifton. Globalstar intends to use this gateway antenna primarily for the development and testing of new products and technologies, as well as for
validating repaired equipment and software upgrades. This application was amended by IBFS File number SES-AMD-20201030-01203 to
transmit a new waveform over its MSS network. Further it amended this application by IBFS File Number SES-AMD-20201221-01425 to request
authority for two additional receive emission designators associated with a new burst mode packet data carrier that will support short-messaging
data services. SES-AMD-20201221-01425 was returned without action.

SITE ID: CLFN-6
LOCATION: 848 County Road 4290, Bosque, Clifton, TX
31°47'59.22 " N LAT. 97°36'46.71 " W LONG.
ANTENNA ID:  CLFN-6 5.5 meters Alcatel 9775
5091.0000 - 5092.0000 MHz 76KO0F2D 68.00 dBW FM subcarrier on telecommand carrier
6875.9500 - 6877.1500 MHz 7K00G1D Telemetry carrier
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBBW White noise modulated carrier for testing
6900.0000 - 7055.0000 MHz IM23XXX White noise modulated carrier for testing
5096.0000 - 5250.0000 MHz NON 59.00 dBBW Unmodulated CW for testing
6900.0000 - 7055.0000 MHz NON Unmodulated CW for testing
5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW CDMA/voice and data
6900.0000 - 7055.0000 MHz IM23G7W CDMA/voice and data
5096.0000 - 5250.0000 MHz IM23G2W 55.00 dBW CDMA/for single-carrier AMSS
6900.0000 - 7055.0000 MHz IM23G2W CDMA /for single-carrier AMSS
6900.0000 - 7055.0000 MHz 2M50G2D Direct sequence CDMA for single-carrier
telemetry data

5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBBW CDMA/voice and data
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6900.0000 - 7055.0000 MHz 2M46GTW

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBW
6900.0000 - 7055.0000 MHz 2M46G2W

5091.3800 - 5091.6200 MHz 40K0G2D 68.00 dBW
6875.9000 - 6879.1000 MHz 70K0G7D

6900.0000 - 7055.0000 MHz 50KONON

5096.0000 - 5250.0000 MHz S0KONON 59.00 dBBW
5096.0000 - 5250.0000 MHz 4M50G7D 68.00 dBW
6900.0000 - 7055.0000 MHz 200KG7D

Points of Communication:

CLFN-6 - GLOBALSTAR (S2115) - (NGSO)

CLFN-6 - OTHER -

CDMA/voice and data

CDMA /for single-carrier AMSS

CDMA /for single-carrier AMSS

Telecommand carrier

Telemetry carrier

Unmodulated CW for testing

Unmodulated CW for testing

Burst mode packet data with 2-BPSK
modulation

Burst mode packet data with BPSK
modulation

SES-L1C-20200922-01030 E E202161 Myriota Pty Ltd
Application for Authority

Class of Station: Other
Nature of Service: Mobile Satellite Service
SITE ID: METBLLIC

LOCATION: Level 1, McEwin Building, Lot 14, N Ter Adelaide, Australia

ANTENNA ID: 10 0.02 meters Various
399.9000 - 400.0500 MHz 2K00F1D -8.00 dBW
399.9000 - 400.0500 MHz 2K36F1D -11.00 dBW
399.9000 - 400.0500 MHz 4KO00F1D -8.00 dBW
400.1500 - 401.0000 MHz 4KO00F1D 0.00 dBW
400.1500 - 401.0000 MHz 20K0F1D 0.00 dBW
ANTENNA ID: 11 0.025 meters Various
399.9000 - 400.0500 MHz 2K00F1D -3.00 dBW
399.9000 - 400.0500 MHz 2K36F1D -6.00 dBBW
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Various

FSK / data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)



399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 12

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 13

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 14

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 15

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

4K00F1D

4K00F1D

20KO0F1D

0.03 meters Various

2KO00F1D

2K36F1D

4K00F1D

4K00F1D

20K0F1D

0.04 meters Various

2KO00F1D

2K36F1D

4K00F1D

4K00F1D

20K0F1D

0.05 meters Various

2KO00F1D

2K36F1D

4K00F1D

4K00F1D

20KO0F1D

0.06 meters Various

2KO00F1D

2K36F1D

4K00F1D

4K00F1D

-3.00 dBBW

0.00 dBW

0.00 dBBW

2.00 dBBW

-1.00 dBW

2.00 dBBW

0.00 dBW

0.00 dBW

-7.00 dBW

-10.00 dBW

-7.00 dBW

0.00 dBW

0.00 dBW

-2.00 dBBW

-5.00 dBW

-2.00 dBBW

0.00 dBW

0.00 dBBW

3.00 dBW

0.00 dBW

3.00 dBW

0.00 dBW
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FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)



400.1500 - 401.0000 MHz

ANTENNA ID: 2

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 3

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 4

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 6

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 7

20K0F1D 0.00 dBW
0.09 meters Various
2K00F1D -5.00 dBW
2K36F1D -8.00 dBBW
4KO00F1D -5.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.1 meters Various
2K00F1D 0.00 dBW
2K36F1D -3.00 dBBW
4KO00F1D 0.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.11 meters Various
2K00F1D 5.00 dBW
2K36F1D 2.00 dBW
4KO00F1D 5.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.19 meters Various
2K00F1D -2.00 dBBW
2K36F1D -5.00 dBBW
4KO00F1D -2.00 dBBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.2 meters Various
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FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various



399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 8

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 9

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 1

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

ANTENNA ID: 5

399.9000 - 400.0500 MHz

400.1500 - 401.0000 MHz

400.1500 - 401.0000 MHz

Points of Communication:

2K00F1D 3.00 dBW
2K36F1D 0.00 dBW
4KO00F1D 3.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.21 meters Various
2K36F1D 5.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.39 meters Various
2K00F1D -2.00 dBBW
2K36F1D -5.00 dBBW
4KO00F1D -2.00 dBBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.4 meters Various
2K00F1D 3.00 dBW
2K36F1D 0.00 dBW
4KO00F1D 3.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
0.41 meters Various
2K36F1D 5.00 dBW
4KO00F1D 0.00 dBW
20K0F1D 0.00 dBW
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FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)

Various

FSK / Data (non-voice)

FSK / Data (non-voice)

FSK / Data (non-voice)



METBLLIC - Myriota - (NGSO)

SES-L1C-20201006-01096 E E202171 Intelsat Inflight Licenses LLC
Application for Authority
Class of Station: Other

Nature of Service: Fixed Satellite Service, Other

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to
not be published in the FCC Daily Digest.

Gogo CA Licenses LLC requests a blanket license to operate Ka-band earth stations aboard aircraft (ESAA) terminals on domestic, international,
and foreign flights with geostationary orbit (GSO), Fixed-Satellite Service (FSS) space stations. Specifically, Gogo seeks authority for the
Ka-band terminal to communicate with satellites on the Commission's Permitted Space Station List in the conventional Ka-band spectrum and to
operate on a satellite-specific basis in additional spectrum and/or at higher power levels as coordinated with adjacent satellites. Gogo requests
authority to operate with the following additional points of communication: (1) the AMC-15 satellite (U.S.-licensed) at the 105.05° W.L. orbital
location in the 28.4-28.6 GHz and 29.5-30.0 GHz (Earth-to-space), and the 18.6-18.8 GHz and 19.7-20.2 GHz (space-to-Earth) frequency bands,
providing coverage of North America, the Caribbean, and Central America; (2) the AMC-16 satellite (U.S.-licensed) at the 85° W.L. orbital
location in the 28.4-28.6 GHz and 29.5-30.0 GHz (Earth-to-space), and the 18.6-18.8 GHz and 19.7-20.2 GHz (space-to-Earth) frequency bands,
providing coverage of the United States and the Caribbean; (3) the Jupiter 1 satellite (U.S.-licensed) at the 107.1° W.L. orbital location in the
28.35-29.1 GHz and 29.3-30.0 GHz (Earth-to-space), and the 18.3-19.3 GHz and 19.7-20.2 GHz (space-to-Earth) frequency bands, providing
coverage of the United States; (4) the Jupiter 2 satellite (U.S.-licensed) at the 97.1° W.L. orbital location in the 28.35-29.1 GHz and 29.3-30.0
GHz (Earth-to-space) and the 18.3-19.3 GHz and 19.7-20.2 GHz (space-to-Earth) frequency bands, providing coverage of North America, Central
America, and the Caribbean; and (5) the Thor-7 satellite (Norway-licensed) at the 0.65° W.L. orbital location in the 29.5-30.0 GHz
(Earth-to-space) and the 19.7-20.2 GHz (space-to-Earth) frequency bands, providing coverage of Europe, the Middle East, and the North Atlantic.

SITE ID: AES
LOCATION: 111 N Canal St, Cook, Chicago, IL

ANTENNA ID:  AESI1 0.433 meters ThinKom 2Ka Antenna
28350.0000 - 28600.0000 MHz 15M0G7D 49.10 dBW PSK Data Services
28350.0000 - 28600.0000 MHz 7M50G7D 49.00 dBW PSK Data Services
29300.0000 - 30000.0000 MHz 15M0G7D 49.10 dBW PSK Data Services
29300.0000 - 30000.0000 MHz 7M50G7D 49.00 dBW PSK Data Services
28350.0000 - 28600.0000 MHz 2M50G7D 46.00 dBW PSK Data Services
19700.0000 - 20200.0000 MHz 250MG7D PSK Data Services
18300.0000 - 19300.0000 MHz 250MG7D PSK Data Services
28600.0000 - 29100.0000 MHz 15M0G7D 49.10 dBBW PSK Data Services
28600.0000 - 29100.0000 MHz TM50G7D 49.00 dBW PSK Data Services
28600.0000 - 29100.0000 MHz 2M50G7D 46.00 dBW PSK Data Services
29300.0000 - 30000.0000 MHz 2M50G7D 46.00 dBW PSK Data Services
19700.0000 - 20200.0000 MHz 39MO0G7D PSK Data Services
18300.0000 - 19300.0000 MHz 39M0G7D PSK Data Services
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Points of Communication:

AES - AMC-15 (S2180) - (105.0 W.L.)

AES - AMC-16 (S2181) - (85 W.L.)

AES - EchostarXVII(S2753) - (107.1 W.L.)

AES - Jupiter 2 (S2834) - (97.1 W. L.)

AES - PERMITTED LIST - ()

AES - Thor-7 - (0.65 W)

SES-L1C-20201026-01177 E E202180 GUSA Licensee LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LLC ('Globalstar') requests permanent authority for the operation of its new, second-generation feeder link earth station antenna
in Reno, Nevada. This application was amended by IBFS File No. SES-AMD-20201216-01394.

SITE ID: REN1
LOCATION: 3135 Waltham Way, Storey, McCarran, NV
39°33'17.00 " N LAT. 119°29'54.00 " W LONG.
ANTENNA ID:  RENI 6 meters Cobham SATCOM SeaTel Tracker T6000
5091.0000 - 5092.0000 MHz 76K0F2D 68.00 dBW FM subcarrier on telecommand carrier
6875.9500 - 6877.1500 MHz 7K00G1D Telemetry carrier
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBBW White noise modulated carrier for testing
6900.0000 - 7055.0000 MHz IM23XXX White noise modulated carrier for testing
5096.0000 - 5250.0000 MHz NON 59.00 dBBW Unmodulated CW for testing
6900.0000 - 7055.0000 MHz NON Unmodulated CW for testing
5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW CDMA/voice and data
6900.0000 - 7055.0000 MHz IM23G7TW CDMA/voice and data
5096.0000 - 5250.0000 MHz IM23G2W 55.00 dBW CDMA/for single-carrier AMSS
6900.0000 - 7055.0000 MHz IM23G2W CDMA/for single-carrier AMSS
6900.0000 - 7055.0000 MHz 2M50G2D Direct sequence CDMA for single-carrier
telemetry data

5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBW CDMA/voice and data
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6900.0000 - 7055.0000 MHz 2M46GTW

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBW
6900.0000 - 7055.0000 MHz 2M46G2W

5091.3800 - 5091.6200 MHz 40K0G2D 68.00 dBW
6875.9000 - 6879.1000 MHz 70K0G7D

6900.0000 - 7055.0000 MHz 200KG7D

5096.0000 - 5250.0000 MHz 4M50G7D 72.20 dBBW
6900.0000 - 7055.0000 MHz 2M50G7D

6900.0000 - 7055.0000 MHz 230KG7D

6900.0000 - 7055.0000 MHz 280KG7D

Points of Communication:

RENI - GLOBALSTAR (S2115) - (NGSO)

RENI1 - OTHER -

CDMA/voice and data

CDMA /for single-carrier AMSS

CDMA /for single-carrier AMSS

Telecommand carrier

Telemetry carrier

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

Direct sequence CDMA for single-carrier
telemetry data

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

SES-L1C-20201026-01178 E E202181 GUSA Licensee LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

This application was amended by IBFS File No. SES-AMD-20201216-01392 to add two new emission designators.

SITE ID: REN3
LOCATION: 3135 Waltham Way, Storey, McCarran, NV
39°33'17.00 "N LAT.

ANTENNA ID:  REN3 6 meters Cobham SATCOM
5091.0000 - 5092.0000 MHz 76K0F2D 68.00 dBW
6875.9500 - 6877.1500 MHz 7K00G1D
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBW
6900.0000 - 7055.0000 MHz IM23XXX
5096.0000 - 5250.0000 MHz NON 59.00 dBW
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119°29'50.00 " W LONG.

SeaTel Tracker T6000

FM subcarrier on telecommand carrier

Telemetry carrier

White noise modulated carrier for testing

White noise modulated carrier for testing

Unmodulated CW for testing



6900.0000 - 7055.0000 MHz NON Unmodulated CW for testing

5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW CDMA/voice and data

6900.0000 - 7055.0000 MHz IM23G7W CDMA/voice and data

5096.0000 - 5250.0000 MHz IM23G2W 55.00 dBW CDMA/for single-carrier AMSS
6900.0000 - 7055.0000 MHz IM23G2W CDMA /for single-carrier AMSS
6900.0000 - 7055.0000 MHz 2M50G2D Direct sequence CDMA for single-carrier

telemetry data

5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBBW CDMA/voice and data

6900.0000 - 7055.0000 MHz 2M46GTW CDMA/voice and data

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBBW CDMA/for single-carrier AMSS

6900.0000 - 7055.0000 MHz 2M46G2W CDMA /for single-carrier AMSS

5091.3800 - 5091.6200 MHz 40K0G2D 68.00 dBBW Telecommand carrier

6875.9000 - 6879.1000 MHz 70K0G7D Telemetry carrier

6900.0000 - 7055.0000 MHz 200KG7D Burst mode packet data with BPSK
modulation

5096.0000 - 5250.0000 MHz 4M50G7D 72.20 dBBW Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 2M50G7D Direct sequence CDMA for single-carrier

telemetry data

6900.0000 - 7055.0000 MHz 230KG7D Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 280KG7D Burst mode packet data with BPSK
modulation

Points of Communication:

REN3 - GLOBALSTAR (S2115) - (NGSO)

REN3 - OTHER -

SES-L1C-20201026-01179 E E202182 GUSA Licensee LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LLC ('Globalstar') requests permanent authority for the operation of its new, second-generation feeder link earth station antenna
in Reno, Nevada. This application was amended by IBFS File No. SES-AMD-20201216-01393 to add two additional receive emission
designators.
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SITE ID: REN2
LOCATION:

ANTENNA ID:  REN2

5091.0000 - 5092.0000 MHz

6875.9500 - 6877.1500 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

5091.3800 - 5091.6200 MHz

6875.9000 - 6879.1000 MHz

6900.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

3135 Waltham Way, Storey, McCarran, NV
39°33'17.00 " N LAT.

119°29'52.00 " W LONG.

6 meters Cobham SATCOM
76KO0F2D 68.00 dBW
7K00G1D
IM23XXX 59.00 dBBW
IM23XXX
NON 59.00 dBBW
NON
IM23G7TW 55.00 dBW
IM23G7W
IM23G2W 55.00 dBBW
IM23G2W
2M50G2D
2M46GTW 55.00 dBBW
2M46GTW
2M46G2W 55.00 dBBW
2M46G2W
40K0G2D 68.00 dBW
70K0G7D
200KG7D
4M50G7D 72.20 dBBW
2M50G7D
230KG7D
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SeaTel Tracker T6000

FM subcarrier on telecommand carrier

Telemetry carrier

White noise modulated carrier for testing

White noise modulated carrier for testing

Unmodulated CW for testing

Unmodulated CW for testing

CDMA /voice and data

CDMA/voice and data

CDMA /for single-carrier AMSS

CDMA /for single-carrier AMSS

Direct sequence CDMA for single-carrier
telemetry data

CDMA/voice and data

CDMA/voice and data

CDMA/for single-carrier AMSS

CDMA /for single-carrier AMSS

Telecommand carrier

Telemetry carrier

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

Direct sequence CDMA for single-carrier
telemetry data

Burst mode packet data with BPSK
modulation



6900.0000 - 7055.0000 MHz 280KG7D Burst mode packet data with BPSK
modulation

Points of Communication:

REN2 - GLOBALSTAR (S2115) - (NGSO)

REN2 - OTHER -

SES-L1C-20201106-01225 E E202186 300 New LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to
not be published in the FCC Daily Digest.

SITE ID: 1
LOCATION: 300 New Hwy, Suffolk, Hauppauge, NY
40°49'14.30 "N LAT. 73°15'31.00 " W LONG.
ANTENNA ID: 1 11 meters SCIENTIFIC-ATLANTA, INC 8007
5925.0000 - 6425.0000 MHz 36M0G7W 82.20 dBW Digital Video, Audio, and Data
5925.0000 - 6425.0000 MHz 36M0G7W 82.20 dBW Digital Video, Audio, and Data
SITE ID: 2
LOCATION: 300 New Hwy, Suffolk, Hauppauge, NY
40°49'16.20 "N LAT. 73°15'33.40" W LONG.
ANTENNA ID: 2 11 meters SCIENTIFIC-ATLANTA, INC 8007
5925.0000 - 6425.0000 MHz 36M0G7W 84.40 dBW Digital Video, Audio, and Data
SITE ID: 3
LOCATION: 300 New Hwy, Suffolk, Hauppauge, NY
40°49'14.90 "N LAT. 73°15'33.10" W LONG.
ANTENNAID: 3 11 meters SCIENTIFIC-ATLANTA, INC 8007
5925.0000 - 6425.0000 MHz 36M0OG7W 78.40 dABW Digital Video, Audio, and Data
SITE ID: 4
LOCATION: 300 New Hwy, Suffolk, Hauppauge, NY
40°49'15.00 "N LAT. 73°15'31.70 " W LONG.
ANTENNAID: 4 9 meters Vertex Communications 9 KPK
14000.0000 - 14500.0000 MHz 36M0G7W 78.15 dBW Digital Video, Audio, and Data
10950.0000 - 11200.0000 MHz 36M0G7W 0.00 dBW Digital Video, Audio, and Data
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11450.0000 - 12200.0000 MHz

Points of Communication:

1 - PERMITTED LIST - ()

2 - PERMITTED LIST - ()

3 - PERMITTED LIST - ()

4 - PERMITTED LIST - ()

36M0G7W 0.00 dBW Digital Video, Audio, and Data

SES-L1C-20201218-01414
Application for Authority
Class of Station:

E E202204

Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to

not be published in the FCC Daily Digest.

WML Services, LLC

Temporary Fixed Earth Station

SITE ID: 1
LOCATION: (2.4 M.), CONUS
ANTENNA ID:  2.4M. 2.4 meters Vertex Fly-away
14000.0000 - 14500.0000 MHz 36MOG7TW 74.71 dBBW Digital Video Carrier
14000.0000 - 14500.0000 MHz SM60G7TW 66.70 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 6MO0G7TW 67.00 dBW Digital Data Carrier
Points of Communication:
1 - PERMITTED LIST - ()
SES-L1C-20201218-01415 E E202205 WML Services, LLC

Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to

not be published in the FCC Daily Digest.

SITE ID: LA
LOCATION: 6430 Sunset Blvd, Los Angeles, Los Angeles, CA
34°5'51.60 " N LAT. 118°19'47.90 " W LONG.
ANTENNA ID:  6.1M. 6.1 meters Harris Model 5346
11700.0000 - 12200.0000 MHz SM25G7TW Digital Data Carrier
11700.0000 - 12200.0000 MHz 6M00G7W Digital Data Carrier
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11700.0000 - 12200.0000 MHz 36MOG7TW Digital Data Carrier

14000.0000 - 14500.0000 MHz 36MOG7TW 82.54 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz SM60G7TW 74.76 dBBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 6MO0G7TW 74.46 dBW Digital Data Carrier

Points of Communication:

LA - PERMITTED LIST - ()

SES-L1C-20201218-01416 E E202206 WML Services, LLC
Application for Authority

Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

SITE ID: 1

LOCATION: 1.2M., CONUS

ANTENNA ID:  1.2M. 1.2 meters Advent Communications Mantis

14000.0000 - 14500.0000 MHz 36MOG7W 68.81 dBBW Digital Video Carrier
14000.0000 - 14500.0000 MHz 5M60G7TW 60.86 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 6MO0G7W 61.16 dBBW NULL

Points of Communication:

1 - PERMITTED LIST - ()

SES-MFS-20180919-02756 E E980502 Intelsat License LLC, as debtor-in-possession

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this
application not being published on the FCC Digest.

Intelsat License LLC, as debtor-in-possession requests modification of its fixed earth station in Ellenwood, GA to add the Intelsat 16 (S2750)
satellite at the 76.2° W.L. orbital location as a new point of communication, add new emission designators and add extended Ku-band frequencies.

SITE ID: 1
LOCATION: 2857 FORK CREEK CHURCH ROAD, CLAYTON, ELLENWOOD, GA
33°39'53.00 " N LAT. 84°16'19.00 " W LONG.
ANTENNA ID: K21 8.1 meters COMSAT RSI 8.1 KPC
14000.0000 - 14500.0000 MHz 36MOFSF 85.00 dBBW ANALOG VIDEO
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14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11200.0000 - 11450.0000 MHz

11200.0000 - 11450.0000 MHz

11200.0000 - 11450.0000 MHz

18MOF8F 82.00 dBW
36MOG7TW 85.00 dBBW
3MO0G7TW 74.45 dBBW
64K0G7D 57.74 dBBW
750KEF2D 85.00 dBW
36MOFSF 85.00 dBBW
18MOF8F 82.00 dBW
36MOG7TW 85.00 dBBW
3MO0G7TW 75.00 dBBW
64K0G7D 68.00 dBW
750KF2D 85.00 dBW
36MOFSF 85.00 dBBW
18MOF8F 82.00 dBW
36MOG7TW 85.00 dBBW
3MO0G7TW 74.45 dBBW
64K0G7D 57.74 dBW
75K0F2D 85.00 dBW
36MOFSF

18MOF8F

36MOG7TW

3MO0G7TW

64K0G7D

750KEF2D

36MOFSF

18MOF8F

36MOG7TW
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ANALOG VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

ANALOG VIDEO

ANALOG VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

ANALOG VIDEO

ANALOG VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

ANALOG VIDEO

ANALOG VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

ANALOG VIDEO

ANALOG VIDEO

DIGITAL DATA/VIDEO



11200.0000 - 11450.0000 MHz

11200.0000 - 11450.0000 MHz

11200.0000 - 11450.0000 MHz

10700.0000 - 11200.0000 MHz

10700.0000 - 11200.0000 MHz

10700.0000 - 11200.0000 MHz

10700.0000 - 11200.0000 MHz

10700.0000 - 11200.0000 MHz

10700.0000 - 11200.0000 MHz

14000.5000 - 14000.5000 MHz

14494.5000 - 14494.5000 MHz

11702.0000 - 11702.0000 MHz

11700.5000 - 11700.5000 MHz

14499.5000 - 14499.5000 MHz

14494.5000 - 14494.5000 MHz

14000.5000 - 14000.5000 MHz

13977.5000 - 13977.5000 MHz

12198.7500 - 12198.7500 MHz

12198.2500 - 12198.2500 MHz

11700.5000 - 11700.5000 MHz

11702.0000 - 11702.0000 MHz

Points of Communication:

1 - INTELSAT 16(S2750) - (76.2 W.L.)

1 - INTELSAT 9 (S2380) - (29.5 W.L.)

1-PAS-IR - (450 W.L)

1-PAS-3R-(43.0W.L)

1-PAS-8B- (43 W.L)

3MO0G7TW

64K0G7D

750KF2D

36MOFSF

18MOF8F

36MOG7TW

3MO0G7TW

64K0G7D

750KEF2D

850KF7D

850KF7D

850KF7D

850KF7D

850KF7D

850KF7D

850KF7D

850KF7D

500KF7D

500KF7D

850KF7D

850KF7D

68.80 dBW

68.80 dBBW

90.10 dBBW

68.80 dBBW

68.80 dBW

85.00 dBW
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DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

ANALOG VIDEO

ANALOG VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA/VIDEO

DIGITAL DATA

COMMAND

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C

TT&C



1 - PAS-9 (S2380) - (58.0 W.L.)

1 - PERMITTED LIST - ()

SES-MFS-20190424-00543 E KA265 Intelsat License LLC, as debtor-in-possession

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this
application not being published on the FCC Digest.

Intelsat License LLC, as debtor-in-possession requests modification of its fixed earth station in Paumalu, HI to communicate with the Telstar 18
satellite at the 138° E.L. orbital location in the 6425-6425 MHz and 5850.5-5850.5 (Earth-to-space), and 3630-3630 MHz (space-to-Earth)
frequency bands.

SITE ID: 1
LOCATION: 58-350 KAMEHAMEHA HIGHWAY HALEIWA, OAHU, PAUMALU, HI
21°40'27.00 " N LAT. 158°2'16.00 " W LONG.
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ANTENNA ID: C02 9 meters VERTEX 9KPC

6172.0000 - 6178.0000 MHz 800KFXD 83.00 dBW COMMAND SIGNAL

5850.0000 - 6425.0000 MHz IM50F3X 83.00 dBW ENERGY-DISPERSED FM TEST
SIGNAL

3625.0000 - 4200.0000 MHz IMS0F3X ENERGY-DISPERSED FM TEST
SIGNAL

3625.0000 - 4200.0000 MHz 800KFXD COMMAND SIGNAL

5925.0000 - 6425.0000 MHz 256KG7TW 65.56 dABW DIGITAL DATA, VIDEO OR VOICE

5925.0000 - 6425.0000 MHz 36M0G7W 79.04 dBBW DIGITAL DATA, VIDEO OR VOICE

5925.0000 - 6425.0000 MHz 72MOG7TW 79.05 dBW DIGITAL DATA, VIDEO OR VOICE

3700.0000 - 4200.0000 MHz 256KG7TW DIGITAL DATA, VIDEO OR VOICE

3700.0000 - 4200.0000 MHz 36MOG7W DIGITAL DATA, VIDEO OR VOICE

3700.0000 - 4200.0000 MHz T2M0G7W DIGITAL DATA, VIDEO OR VOICE

6176.3000 - 6176.3000 MHz 850KF2D 78.70 dBW COMMAND AND RANGING of
Intelsat 805

6173.7000 - 6173.7000 MHz 850KF2D 78.70 dABW COMMAND AND RANGING of
Intelsat 805

3947.5000 - 3952.5000 MHz 300KF2D COMMAND AND RANGING of
Intelsat 805

6425.0000 - 6425.0000 MHz 800KF7D 83.00 dBW TT&C



5850.5000 - 5850.5000 MHz 800KF7D

3630.0000 - 3630.0000 MHz 250KF7D

Points of Communication:

1 - EUTELSAT174A(S2610) - (174 E. L.)

1 - HORIZONS-3 (S2947) - (169 E.L.)

1 - INTELSAT POR - (180.0 E.L.)

1-NSS 9 (S2756) - (177 W.L.)

1-NSS-11 (S3037) - (176 E.L.)

1 - PERMITTED LIST - ()

1-TELSTAR 18- (138 E. L.)

83.00 dBW

TT&C

TT&C

SES-MFS-20191208-01643 E E920698 SES Americom, Inc.

Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service, International Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this

application not being published on the FCC Digest.

SES Americom, Inc. requests modification of its fixed earth station in Woodbine, MD to communicate with the ASTRA 3A satellite at the 86.85°
W.L. orbital location in the 14.0-14.5 GHz (Earth-to-space) and 11.45-11.7 GHz (space-to-Earth) frequency bands.

SITE ID: 1
LOCATION: 2823 Grimville Rd, CARROLL, WOODBINE, MD
39°22'33.00 " N LAT.

ANTENNA ID: 1 9.2 meters STI
14000.0000 - 14500.0000 MHz NON
14000.0000 - 14500.0000 MHz 39MOG7F
14000.0000 - 14500.0000 MHz T2MOG7W
14000.0000 - 14500.0000 MHz 72MOF3F
13779.0000 - 14000.0000 MHz T2MOG7TW
13772.0000 - 13778.0000 MHz 72M0G7TW
13750.0000 - 13771.0000 MHz 72M0G7W

77°4'54.00 " W LONG.

65.20 dBW

86.50 dBW

86.50 dBW

86.50 dBW

85.00 dBW

71.00 dBW

85.00 dBBW
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9200K

Unmodulated RF carrier used within the
communications transmission network
for testing purposes or as pilots, beacons

Angle Modulated digital Video

Angle Modulated digital Data

Analog Video

Angle Modulated digital Data via GE-4
@ 101W.L.

Angle Modulated digital Data via GE-4
@ [01W.L.

Angle Modulated digital Data via GE-4
@ 101W.L.



11700.0000 - 12200.0000 MHz NON Unmodulated RF carrier used within the
communications transmission network
for testing purposes or as pilots, beacons

11700.0000 - 12200.0000 MHz 72MOFSF Analog Video

11450.0000 - 11700.0000 MHz 72MOGTW Angle Modulated digital Data via GE-4
@ 101W.L.

14000.0000 - 14500.0000 MHz 800KF9D 78.50 dBW TELECOMMAND

11450.0000 - 11700.0000 MHz 800KF9D TELECOMMAND

Points of Communication:

1 - ASTRA 3A - (86.85)

1 - PERMITTED LIST - ()

1 - SES-1 (52807) - (101.0 W.L.)

SES-MFS-20191209-01658 E E000324 SES Americom, Inc.

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this
application not being published on the FCC Digest.

SES Americom, Inc. requests modification of its fixed earth station in Somis, CA to communicate with the SES-15 (S2951) satellite at the 129.15°
W.L. orbital location in the 10.7-10.95 GHz (space-to-Earth) frequency band.

SITE ID: ISMTN
LOCATION: 5990 SOLANO VERDE DRIVE, VENTURA, SOMIS, CA
34°19'34.60 " N LAT. 118°59"'46.20 " W LONG.
ANTENNA ID:  SM-K4 11 meters VERTEX 11IM KU

14000.0000 - 14500.0000 MHz 36MOG7TW 87.50 dBW DIGITAL VIDEO, AUDIO AND DATA
14000.0000 - 14500.0000 MHz 100KG7W 62.00 dBBW DIGITAL DATA
14000.0000 - 14500.0000 MHz NON 54.00 dBW CW TEST CARRIER
14000.0000 - 14500.0000 MHz 1IMOOF9D 78.00 dBBW TELECOMMAND
11700.0000 - 12200.0000 MHz 36MOG7TW DIGITAL VIDEO, AUDIO AND DATA
11700.0000 - 12200.0000 MHz 100KG7W DIGITAL DATA
11700.0000 - 12200.0000 MHz NON TRACKING BEACON
11700.0000 - 12200.0000 MHz 500KF9D TELEMETRY
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11450.0000 - 11700.0000 MHz 36MOG7TW DIGITAL VIDEO, AUDIO AND DATA

11450.0000 - 11700.0000 MHz 100KG7W DIGITAL DATA

11450.0000 - 11700.0000 MHz NON TRACKING BEACON

11450.0000 - 11700.0000 MHz 500KF9D TELEMETRY

10950.0000 - 11200.0000 MHz 36MOG7TW DIGITAL VIDEO, AUDIO AND DATA
10950.0000 - 11200.0000 MHz 100KG7W DIGITAL DATA

10950.0000 - 11200.0000 MHz NON TRACKING BEACON

10950.0000 - 11200.0000 MHz 500KF9D TELEMETRY

10700.0000 - 10950.0000 MHz 36MOF9D ANALOG DATA

107000.000 - 10950.0000 MHz 100KG7W DIGITAL DATA

10700.0000 - 10950.0000 MHz 36MOG7TW DIGITAL DATA

10700.0000 - 10950.0000 MHz 100KF9D ANALOGA TELEMTRY CARRIER

Points of Communication:

ISMTN - ASTRA 3A - (176.85)

ISMTN - EUTELSAT174A(S2610) - (174 E. L.)

ISMTN - PERMITTED LIST - ()

ISMTN - SES-15 (S2951) - (129.15 W.L)

SES-MFS-20201027-01176 E E160179 Denali 20020, LLC

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to
not be published in the FCC Daily Digest.

Denali 20020, LLC, request modification of its current authorization to add the Telstar 11N (S2357) satellite at 37.6 degrees W.L. as a point of
communication and to add the 13.75-14.00 GHz (Earth-to-space) frequency band.

SITE ID: 1
LOCATION: 11 Edsall Drive, Sussex, Vernon, NJ
41°12'4.60 "N LAT. 74°31'39.10 " W LONG.
ANTENNA ID: K26 9 meters Vertex 9 Meter
10950.0000 - 11200.0000 MHz 64K0G7TW Digital Data Carrier
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11450.0000 - 12200.0000 MHz 64K0G7TW Digital Data Carrier

10950.0000 - 11200.0000 MHz 72MOG7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 72MOG7TW Digital Data Carrier
14000.0000 - 14500.0000 MHz 64K0G7W 58.10 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 72MOG7TW 88.60 dBW Digital Data Carrier
13779.0000 - 14000.0000 MHz 72MOG7TW 85.00 dBBW Digital Data Carrier
13750.0000 - 14000.0000 MHz 72MOG7TW 82.90 dBW Digital Data Carrier
13750.0000 - 14000.0000 MHz 21IMOG7TW 74.49 dBW Digital Data Carrier
13750.0000 - 13771.0000 MHz 21IMOG7TW 85.00 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 64K0G7W 58.10 dBBW Digital Data Carrier
11450.0000 - 12200.0000 MHz 72MOG7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 64K0G7W Digital Data Carrier
11450.0000 - 12200.0000 MHz 21MOG7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 72MOG7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 64K0G7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 21IMOG7TW Digital Data Carrier
ANTENNA ID: K23 6.1 meters Vertex 6.1 meter
10950.0000 - 11200.0000 MHz 64K0G7W Digital Data Carrier
11450.0000 - 12200.0000 MHz 64K0G7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 72MOG7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 72MOG7TW Digital Data Carrier
14000.0000 - 14500.0000 MHz 64K0G7W 54.90 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 72MOG7TW 85.40 dBW Digital Data Carrier
14000.0000 - 14500.0000 MHz 64K0G7W 54.90 dBW Digital Data Carrier
13779.0000 - 14000.0000 MHz 72MOG7TW 85.00 dBW Digital Data Carrier
13750.0000 - 14000.0000 MHz 72MOG7TW 82.90 dBW Digital Data Carrier
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13750.0000 - 14000.0000 MHz 21IMOG7TW 74.49 dBBW Digital Data Carrier
13750.0000 - 13771.0000 MHz 2IMOG7TW 80.10 dBBW Digital Data Carrier
11450.0000 - 12200.0000 MHz 72MOG7TW Digital Data Carrier
11450.0000 - 12200.0000 MHz 64K0G7W Digital Data Carrier
11450.0000 - 12200.0000 MHz 21IMOG7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 72MOG7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 64K0G7TW Digital Data Carrier
10950.0000 - 11200.0000 MHz 2IMOG7TW Digital Data Carrier
Points of Communication:
1 - PERMITTED LIST - ()
1 - SES-4 (52828) - (22.0 W.L.)
1 - TELSTAR 11N (S2357) - (37.5 W.L.)
SES-MFS-20210106-00005 E E110107 AT&T Corp.

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service

AT&T Corp. requests modification of its fixed earth station in Roaring Creek, PA to add an 11-meter Ku-band antenna to communicate with the
Telstar 11N (S2357) USASTA26A satellite at the 37.5 W.L. orbital location in the 13750-14500 MHz (Earth-to-space) and 11450-12200 MHz

(space-to-Earth) frequency bands.

SITE ID: 1

LOCATION: 311 Earth Station Road Roaring Creek #4, Columbia, Catawissa, PA
76°26'23.10" W LONG.

40°53'34.10 " N LAT.

ANTENNA ID: 1

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

ANTENNA ID:  RCK9

13750.0000 - 14500.0000 MHz

11450.0000 - 12200.0000 MHz

Points of Communication:

1 - PERMITTED LIST - ()

13.1 meters Vertex

11 meters

36MOGOW
36MOGOW

CPI
36MOGOW

36MOGOW

Page

65.20 dBBW

65.20 dBW
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1 - TELSTAR 11N (82357) - (37.5 W.L.)

SES-MOD-20191121-01559
Application for Modification
Class of Station:

Nature of Service:

E E020244

Alascom, Inc.

Fixed Earth Stations

Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to

not be published in the FCC Daily Digest

Alascom, Inc, requests modification of its fixed earth station in Bettles, AK to add a 1.2 meter antenna to communicate with the Permitted List
satellites and the Spaceway-2 satellite at the 138.9° W.L. orbital location in the 29500-30000 MHz (Earth-to-space), and 19700-20200 MHz

(space-to-Earth) frequency bands.

SITE ID: 1
LOCATION:

101 FRONT STREET, BETTLES, AK
66 °55'26.30 " N LAT.

151°30'18.50 " W LONG.

ANTENNA ID: 1 4.5 meters ANDREW CORP ESA45M-46
5925.0000 - 6425.0000 MHz IMI5GTW 59.20 dBW T1, ADPCM, VOICE & DATA
3700.0000 - 4200.0000 MHz IM15G7W
ANTENNA ID: 2 1.2 meters GEN DYNAMICS
29500.0000 - 30000.0000 MHz 29K0G7W 29.16 dBBW DIGITAL DATA
29500.0000 - 30000.0000 MHz 15MOG7TW 56.30 dBW DIGITAL DATA
19700.0000 - 20200.0000 MHz 29K0G7W DIGITAL DATA
19700.0000 - 20200.0000 MHz 15MOG7TW DIGITAL DATA

Points of Communication:

1 - PERMITTED LIST - ()

1 - SPACEWAY 2 (S2133) - (1389 W.L.)

SES-MOD-20201214-01370 E E170205 Alaska Communications Internet, LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this
application not being published on the FCC Digest

Alaska Communications Internet requests modification to add earth stations and sites to its C-band VSAT network that serves rural and remote
Bush communities in Alaska. Sites specifically in: KANA Larsen Bay, KANA Akhiok, KANA Old Harbor, KANA Ouzinkie, OTZ Kobuk,
Yakutat, 8 Miles, Naknek Silver Bay, Red Dog Mine, OTZ Shungnak, and Hooper Bay Alaska. All stations will operate with Eutelsat] 15WB
(S2938) satellite at the 115° W.L. orbital location in specified frequency bands within the 3700-4200 MHz (space-to-Earth) and 5925-6425 MHz
(Earth-to-space).
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SITE ID:

LOCATION:

HUB

61°8'28.40" N LAT.

ANTENNA ID: HUB

SITE ID:

LOCATION:

6169.0000 - 6241.0000 MHz

6169.0000 - 6241.0000 MHz

6169.0000 - 6241.0000 MHz

6169.0000 - 6241.0000 MHz

5929.0000 - 6001.0000 MHz

5929.0000 - 6001.0000 MHz

5929.0000 - 5944.8500 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3704.0000 - 3776.0000 MHz

3704.0000 - 3776.0000 MHz

ST. PAUL

57°7'23.00 " N LAT.

ANTENNA ID:  1ST.PAUL

5929.0000 - 6001.0000 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3944.0000 - 4016.0000 MHz

3704.0000 - 3776.0000 MHz

3.8 meters

3.8 meters

8500 Dimond D Circle, Anchorage, Anchorage, AK

149 °52"30.70 " W LONG.

General Dynamics
IMS0GTW 58.40 dBW
TMO0G7TW 58.40 dBBW
72MOG7TW 58.40 dBW
3MO0G7TW 58.40 dBBW
TM00G7TW 58.40 dBW
IMS50GTW 58.40 dBBW
3MO0G7TW 58.40 dBW
72MOG7TW
5SM60G7TW
2M8OG7TW
IM20G7W
4M70GTW
3M20G7W

100 Harbor View Drive, St. Paul, St. Paul, AK

1383

Digital

Digital

Digital

Digital

DVB-S2, 16APSK

DVB-S2, 16APSK

32APSK

Digital

Digital

Digital

Digital

32APSK

QPSK

170°16'45.00 " W LONG.

General Dynamics
3M20G7W 47.90 dBW
IMS50GTW
TM00G7TW
72MOG7TW
3MO0G7TW

IMS50GTW
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SITE ID: TEST SITE

LOCATION: 600 Telephone Ave., Anchorage, Anchorage, AK
61°11'10.50" N LAT. 149 °52'15.60 " W LONG.
ANTENNA ID:  2TESTSITE 2.4 meters Prodelin 1244
5929.0000 - 5944.8500 MHz 4M70GTW 51.20 dBBW 8APSK
3944.0000 - 4016.0000 MHz IM350GTW Digital
3944.0000 - 4016.0000 MHz TMO00G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
3704.0000 - 3776.0000 MHz 3MO0G7TW 32APSK
SITE ID: EX INLET
LOCATION: EXCURSION INLET, HAINES BOROUGH, EXCURSION INLET, AK
58°24'5530 "N LAT. 135°26'36.40 " W LONG.
ANTENNA ID:  3EXINLET 2.4 meters PRODELIN 1244
5929.0000 - 6001.0000 MHz SM60G7TW 51.30 dBBW 8APSK
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7W Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
3704.0000 - 3776.0000 MHz 3M80GTW 16APSK
SITE ID: ALITAK
LOCATION: ALITAK, KODIAK ISLAND, ALITAK, AK
56°53'52.20 " N LAT. 154°14'43.00 " W LONG.
ANTENNA ID: 4ALITAK 2.4 meters PRODELIN 1244
5929.0000 - 6001.0000 MHz 5SM60G7TW 52.00 dBBW 8APSK
3944.0000 - 4016.0000 MHz IM350GTW Digital
3944.0000 - 4016.0000 MHz TMO00G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
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3704.0000 - 3776.0000 MHz 3MBOGTW 16APSK
SITE ID: NAKNEK
LOCATION: NAKNEK, BRISTOL BAY, NAKNEK, AK
58°43'43.70 "N LAT. 157°0'0.90 " W LONG.
ANTENNA ID:  SNAKNEKI 2.4 meters PRODELIN 1244
5929.0000 - 6001.0000 MHz SM60G7TW 52.10 dBBW 8APSK
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0OG7TW Digital
3704.0000 - 3776.0000 MHz 3M80GTW 16APSK
SITE ID: ANIAK DO
LOCATION: Aniak District Office, Bethel Census Area, Aniak, AK
61°34'55.60 " N LAT. 159°32'18.30 " W LONG.
ANTENNA ID:  6ANIAKDO 2.4 meters PRODELIN 1244
5960.2000 - 6001.0000 MHz 5SM60G7TW 51.90 dBBW Digital
5960.2000 - 6001.0000 MHz 2M8OGTW 52.50 dBBW Digital
5960.2000 - 6001.0000 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS50GTW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz TMO00G7TW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW 0.00 dBW Digital
SITE ID: JSHS
LOCATION: Junior Senior High School, Bethel Census Area, Aniak, AK
61°34'48.30" N LAT. 159°33'6.70 " W LONG.
ANTENNA ID:  7JSHS 2.4 meters PRODELIN 1244
5960.2000 - 6001.0000 MHz 5SM60G7W 52.50 dBBW Digital
5960.2000 - 6001.0000 MHz 2MBOG7TW 52.50 dBBW Digital
5960.2000 - 6001.0000 MHz IM20G7W 52.50 dBBW Digital
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3944.0000 - 4016.0000 MHz IMS50GTW 0.00 dBBW Digital

3944.0000 - 4016.0000 MHz TMO00G7W 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW 0.00 dBW Digital
SITE ID: AMNES
LOCATION: Auntie Mary Nicoli Elementary School, Bethel Census Area, Aniak, AK
61°34'49.00 " N LAT. 159°31'51.70 " W LONG.
ANTENNA ID: 8AMNES 2.4 meters PRODELIN 1244
5960.2000 - 6001.0000 MHz SM60G7W 52.50 dBBW Digital
5960.2000 - 6001.0000 MHz 2M80G7TW 52.50 dBBW Digital
5929.0000 - 6001.0000 MHz IM20G7W 52.50 dBW Digital
3944.0000 - 4016.0000 MHz IM350GTW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz TMO00G7W 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW 0.00 dBW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW 0.00 dBW Digital
SITE ID: CVSS
LOCATION: Crown Village Sam School, Bethel Census Area, Chuathbaluk, AK
61°34'23.70 " N LAT. 159 °14'57.80 " W LONG.
ANTENNA ID:  9CVSS 2.4 meters PRODELIN 1244
5960.2000 - 6001.0000 MHz SM60G7TW 52.50 dBW Digital
5960.2000 - 6001.0000 MHz 2M80G7TW 52.50 dBBW Digital
5960.2000 - 6001.0000 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IM350GTW Digital
3944.0000 - 4016.0000 MHz TM00G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
SITE ID: JESS
LOCATION: Jack Egnaty Senior School, Bethel Census Area, Sleetmute, AK
61°42'9.70 "N LAT. 157°10'14.90 " W LONG.
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ANTENNA ID:  10JESS 2.4 meters PRODELIN 1244

5929.0000 - 6001.0000 MHz SM60G7TW 52.50 dBW Digital
5929.0000 - 6001.0000 MHz IMS50GTW 52.50 dBBW Digital
5929.0000 - 6001.0000 MHz 3MO0OG7TW 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS50GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0OG7TW Digital
SITE ID: NOORVIK OFFICE
LOCATION: FIREWEED DRIVE, NOORVIK, AK
66 °49'59.30 " N LAT. 161°2'44.80 " W LONG.
ANTENNA ID:  1INOORVIK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: DEERING OFFICE
LOCATION: MAIN STREET, DEERING, AK
66°4'32.70 " N LAT. 162 °43'22.00 " W LONG.
ANTENNA ID:  12DEERING 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: NOATAK OFFICE
LOCATION: GOVERNMENT AIRPORT ROAD, NOATAK, AK
67°34'17.00 " N LAT. 162 °58'14.50 " W LONG.
ANTENNA ID:  13NOATAK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: KOTZEBUE HQ
LOCATION: TED STEVENS WAY, KOTZEBUE, AK
66°51'29.60 " N LAT. 162 °36'50.40 " W LONG.
ANTENNA ID:  14KOTZE 2.4 meters GENERAL DYNAMICS 1241
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6301.1900 - 6360.1400 MHz SM60G7TW 54.70 dBBW Digital
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBW Digital
5925.0000 - 6108.1000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: AMBLER OFFICE
LOCATION: ENDICOTT STREET, AMBLER, AK
67°5'11.50 " N LAT. 157°51"40.70 " W LONG.
ANTENNA ID:  1SAMBLER 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: KIANA OFFICE
LOCATION: REED STREET, KIANA, AK
66 °58'24.30 " N LAT. 160 °25'49.30 " W LONG.
ANTENNA ID:  16KIANA 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: BUCKLAND OFFICE
LOCATION: ANN AVENUE, BUCKLAND, AK
65°58'42.00 " N LAT. 161°7'29.50 " W LONG.
ANTENNA ID:  17BUCK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: SELAWIK OFFICE
LOCATION: WINTER TRAIL, SELAWICK, AK
66 °36'24.40 "N LAT. 160°0'52.70 " W LONG.
ANTENNA ID:  I8SELAWIK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: KIVALINA OFFICE
LOCATION: BERING STREET, KIVALINA, AK

67°43'34.90 " N LAT.

164 °32'15.80 " W LONG.
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ANTENNA ID:  19KIVALINA 2.4 meters GENERAL DYNAMICS 1241

5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72M0G7TW Digital
SITE ID: CHUGACHMUIT CHENEGA
LOCATION: 625 MAIN STREET, CHENEGA, AK
60°3'56.27 "N LAT. 148°1'1.61 "W LONG.
ANTENNA ID:  20CHUGA 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 58.02 dBW Digital
3700.0000 - 4200.0000 MHz T72MOG7TW Digital
SITE ID: SILVERBAY FALSE PASS
LOCATION: Aleutians East Borough, FALSE PASS, AK
54°51'54.00 " N LAT. 163 °24'42.20 " W LONG.
ANTENNA ID:  21SILVERB 3.8 meters PRODELIN 2385
5925.0000 - 6425.0000 MHz 2M8OG7W 49.42 dBW Digital
3700.0000 - 4200.0000 MHz T72M0G7TW Digital
SITE ID: TRIDENT NAKNEK
LOCATION: ALASKA PENNINSULA HIGHWAY, BRISTOL BAY, AK
58°43'41.40 " N LAT. 157°0'26.20 " W LONG.
ANTENNA ID:  22TRIDENT 2.4 meters GENERAL DYNAMICS 1251
5925.0000 - 6108.1000 MHz SM60G7TW 55.00 dBBW Digital
3700.0000 - 4200.0000 MHz T2MOG7W Digital
SITE ID: TRIDENT AKUTAN
LOCATION: 73 TRIDENT WAY, Aleutians East Borough, AKUTAN, AK
54°7'59.30" N LAT. 165°47'22.10 " W LONG.
ANTENNA ID:  23TRIDAK 2.4 meters GENERAL DYNAMICS 1251
5925.0000 - 6425.0000 MHz SM60G7TW 58.00 dBBW Digital
3700.0000 - 4200.0000 MHz 72M0G7TW Digital
SITE ID: TRIDENT SAND POINT
LOCATION: 229 MAIN STREET, Aleutians East Borough, SAND POINT, AK
55°20'10.90 " N LAT. 160 °30'8.30 " W LONG.
ANTENNA ID:  24TRIDSAN 2.4 meters GENERAL DYNAMICS 1251
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5925.0000 - 6425.0000 MHz SM60G7TW 58.00 dBBW Digital

3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: PEBBLE MINE
LOCATION: PORTAGE ROAD, Lake Peninsula Boroug, ILIAMNA, AK
59°45'26.00 " N LAT. 154 °54'22.80" W LONG.
ANTENNA ID:  25PEBBLE 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz 5SM60G7TW 55.00 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: GMSHS
LOCATION: Gusty Michael School, Bethel Census Area, Stoney River, AK
61°47'13.60 " N LAT. 156°35'17.70 " W LONG.
ANTENNA ID:  26GMSHS 2.4 meters PRODELIN 1244
5929.0000 - 6001.0000 MHz SM60G7TW 52.50 dBBW Digital
5929.0000 - 6001.0000 MHz 2M80G7TW 52.50 dBBW Digital
5929.0000 - 6001.0000 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0OG7TW Digital
SITE ID: JISS
LOCATION: Johnnie John Sr School, Bethel Census Area, Crooked Creek, AK
61°51'48.60 "N LAT. 158 °8'18.20 " W LONG.
ANTENNA ID:  27JJSS 2.4 meters PRODELIN 1244
5929.0000 - 6001.0000 MHz SM60G7TW 52.50 dBBW Digital
5929.0000 - 6001.0000 MHz 2M80G7TW 52.50 dBW Digital
5929.0000 - 6001.0000 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
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3944.0000 - 4016.0000 MHz 3MO0OG7TW Digital

SITE ID: GMHS
LOCATION: George Morgan Senior High School, Bethel Census Area, Kalskag, AK
61°31'57.90" N LAT. 160 °20'50.00 " W LONG.
ANTENNA ID:  28GMHS 2.4 meters PRODELIN 1244
6189.5650 - 6237.5650 MHz SM60G7TW 52.50 dBBW Digital
6189.5650 - 6237.5650 MHz 2M80G7TW 52.50 dBW Digital
6189.5650 - 6237.5650 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0OG7TW Digital
SITE ID: JOGES
LOCATION: Joseph & OlingaGregory Elementary School, Bethel Census Area, Kalskag, AK
61°32'41.90 "N LAT. 160°19'3.70 " W LONG.
ANTENNA ID:  29JOGES 2.4 meters PRODELIN 1244
6189.5650 - 6237.5650 MHz SM60G7TW 52.50 dBBW Digital
6189.5650 - 6237.5650 MHz 2M80G7TW 52.50 dBBW Digital
6189.5650 - 6237.5650 MHz IM20G7W 52.50 dBBW Digital
3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
SITE ID: ZLES
LOCATION: Zackar Levi Elementary School, Bethel Census Area, Kalskag, AK
61°30'43.60 "N LAT. 160 °21'41.50 " W LONG.
ANTENNA ID:  30ZLES 2.4 meters PRODELIN 1244
6189.5650 - 6237.5650 MHz SM60G7TW 52.50 dBBW Digital
6189.5650 - 6237.5650 MHz 2M80G7TW 52.50 dBBW Digital
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6189.5650 - 6237.5650 MHz IM20G7W 52.50 dBBW Digital

3944.0000 - 4016.0000 MHz IMS0GTW Digital
3944.0000 - 4016.0000 MHz TMO0G7TW Digital
3944.0000 - 4016.0000 MHz 72MOG7TW Digital
3944.0000 - 4016.0000 MHz 3MO0G7TW Digital
SITE ID: YAKUTAT
LOCATION: OCEAN CAPE ROAD, YAKUTAT, AK
59°32'23.20 "N LAT. 139°44'12.90 " W LONG.
ANTENNA ID:  31YAKUTAT 3.8 meters PRODELIN 1385
3700.0000 - 4200.0000 MHz 72MOG7TW Modulation and Services Digital
5925.0000 - 6425.0000 MHz 5SM60G7TW 65.53 dBW Digital
5925.0000 - 6425.0000 MHz 36MOG7TW 65.53 dBBW Digital
SITE ID: KANA OLD HARBOR
LOCATION: ELDERBERRY STREET, OLD HARBOR, AK
57°12'48.70 "N LAT. 153°17'0.70 " W LONG.
ANTENNA ID:  320LDHAR 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6019.1500 MHz SM60G7TW 51.70 dBBW Digital
5925.0000 - 6019.1500 MHz 2M60G7TW 51.70 dBBW Digital
6049.1500 - 6078.4500 MHz SM60G7TW 51.70 dBBW Digital
6049.1500 - 6078.4500 MHz 2M60G7TW 51.70 dBBW Digital
6108.4500 - 6425.0000 MHz SM60G7TW 51.70 dBBW Digital
6108.4500 - 6425.0000 MHz 2M60G7TW 51.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: KANA AKHIOK
LOCATION: AIRPORT WAY, AKHIOK, AK
56°56'43.70 " N LAT. 154°10'27.00 " W LONG.
ANTENNA ID:  33AKHIOK 2.4 meters GENERAL DYNAMICS 2244
5925.0000 - 6271.1900 MHz SM60G7TW 51.70 dBBW Digital
5925.0000 - 6271.1900 MHz 2M60G7TW 51.70 dBBW Digital
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6301.1900 - 6330.4900 MHz SM60G7TW 51.70 dBBW Digital

6301.1900 - 6330.4900 MHz 2M60G7TW 51.70 dBW Digital
6360.4900 - 6425.0000 MHz SM60G7TW 51.70 dBBW Digital
6360.4900 - 6425.0000 MHz 2M60G7TW 51.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital

SITE ID: KANA LARSEN BAY

LOCATION: 3RD STREET, LARSEN BAY, AK

57°32'11.30 "N LAT. 153 °58'44.80 " W LONG.
ANTENNA ID:  34LARBAY 2.4 meters GENERAL DYNAMICS 1241

5925.0000 - 6050.6250 MHz SM60G7TW 51.70 dBBW Digital
5925.0000 - 6050.6250 MHz 2M60G7TW 51.70 dBBW Digital
6106.6250 - 6109.9250 MHz SM60G7TW 51.70 dBBW Digital
6106.6250 - 6109.9250 MHz 2M60G7TW 51.70 dBBW Digital
6165.9250 - 6302.6650 MHz SM60G7TW 51.70 dBBW Digital
6165.9250 - 6302.6650 MHz 2M60G7TW 51.70 dBBW Digital
6358.6650 - 6361.9650 MHz SM60G7TW 51.70 dBBW Digital
6358.6650 - 6361.9650 MHz 2M60G7TW 51.70 dBBW Digital
6417.9650 - 6425.0000 MHz SM60G7TW 51.70 dBBW Digital
6417.9650 - 6425.0000 MHz 2M60G7TW 51.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital

SITE ID: KANA OUZINKIE

LOCATION: F. STREET, OUZINKIE, AK

57°55'28.30" N LAT. 152°29'58.30 " W LONG.
ANTENNA ID:  350UZINKI 2.4 meters GENERAL DYNAMICS 1241

5925.0000 - 6425.0000 MHz SM60G7TW 51.70 dBBW Digital
5925.0000 - 6425.0000 MHz 2M60G7TW 51.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
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SITE ID: OTZ KOBUK
LOCATION: DAHL CREEK ROAD, KOBUK, AK

66 °54'27.30" N LAT. 156 °53'1.00 " W LONG.
ANTENNA ID:  36KOBUK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: 8 MILES
LOCATION: ALASKA PENNNINSULA HIGHWAY, 8 MILES, AK
58°43'41.00 " N LAT. 156 °48'59.20 " W LONG.
ANTENNA ID:  37EIGHTMI 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: SILVER BAY NAKNEK
LOCATION: OLGA STREET, NAKNEK, AK
58°44'41.40 " N LAT. 156 °57'14.40 " W LONG.
ANTENNA ID:  38SILVNAK 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: RED DOG MINE
LOCATION: THIRD AVE., KOTZEBUE, AK
67 °34'39.80 " N LAT. 164 °3'27.70 " W LONG.
ANTENNA ID:  39REDDOG 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz 12M4G7TW 54.70 dBBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
SITE ID: OTZ SHUNGNAK
LOCATION: WINDY ST., SHUNGNAK, AK
66 °53'16.80 " N LAT. 157°8'18.90 " W LONG.
ANTENNA ID:  40SHUNGN 2.4 meters GENERAL DYNAMICS 1241
5925.0000 - 6425.0000 MHz SM60G7TW 54.70 dBW Digital
3700.0000 - 4200.0000 MHz 72MOG7TW Digital
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SITE ID: HOOPER BAY

LOCATION: BLACKBERRY STREET, HOOPER BAY, AK

61 °30'40.00 " N LAT.

ANTENNA ID: 41HOOPBA 3.8 meters

5925.0000 - 6137.7500 MHz

5925.0000 - 6137.7500 MHz

6167.7500 - 6389.7900 MHz

6167.7500 - 6389.7900 MHz

6419.7900 - 6425.0000 MHz

6419.7900 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

Points of Communication:

GENERAL DYNAMICS
SM60G7TW 62.50 dBW
12M4G7TW 62.50 dBBW
SM60G7TW 62.50 dBW
12M4G7TW 62.50 dBBW
SM60G7TW 62.50 dBW
12M4G7TW 62.50 dBBW
72MOG7TW

8 MILES - EUTELSAT115WB(S2938) - (114.9 W.L.)

ALITAK - EUTELSAT115WB(S2938) - (114.9 W.L.)

AMBLER OFFICE - EUTELSAT115WB(S2938) - (114.9 W.L.)

AMNES - EUTELSAT115WB(S2938) - (114.9 W.L.)

ANIAK DO - EUTELSAT115WB(S2938) - (114.9 W.L.)

BUCKLAND OFFICE - EUTELSATI15WB(S2938) - (114.9 W.L.)

166 °6'22.50 " W LONG.

CHUGACHMUIT CHENEGA - EUTELSAT115WB(S2938) - (114.9 W.L.)

CVSS - EUTELSATI115WB(S2938) - (114.9 W.L.)

DEERING OFFICE - EUTELSATI115WB(S2938) - (114.9 W.L.)

EX INLET - EUTELSATI115WB(S2938) - (114.9 W.L.)

GMHS - EUTELSATI115WB(S2938) - (114.9 W.L.)

GMSHS - EUTELSAT115WB(S2938) - (114.9 W.L.)

HOOPER BAY - EUTELSAT115WB(S2938) - (114.9 W.L.)

HUB - EUTELSATI115WB(S2938) - (114.9 W.L.)

JESS - EUTELSATI115WB(S2938) - (114.9 W.L.)

JJISS - EUTELSAT115WB(S2938) - (114.9 W.L.)

JOGES - EUTELSATI115WB(S2938) - (114.9 W.L.

)
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1385

Digital

Digital

Digital

Digital

Digital

Digital

Digital



JSHS - EUTELSAT115WB(S2938) - (114.9 W.L.)

KANA AKHIOK - EUTELSATI115WB(S2938) - (114.9 W.L.)

KANA LARSEN BAY - EUTELSAT115WB(S2938) - (114.9 W.L.)

KANA OLD HARBOR - EUTELSAT115WB(S2938) - (114.9 W.L.)

KANA OUZINKIE - EUTELSAT115WB(S2938) - (114.9 W.L.)

KIANA OFFICE - EUTELSAT115WB(S2938) - (114.9 W.L.)

KIVALINA OFFICE - EUTELSAT115WB(S2938) - (114.9 W.L.)

KOTZEBUE HQ - EUTELSAT115WB(S2938) - (114.9 W.L.)

NAKNEK - EUTELSAT115WB(S2938) - (114.9 W.L.)

NOATAK OFFICE - EUTELSAT115WB(S2938) - (114.9 W.L.)

NOORVIK OFFICE - EUTELSAT115WB(S2938) - (114.9 W.L.)

OTZ KOBUK - EUTELSATI115WB(S2938) - (114.9 W.L.)

OTZ SHUNGNAK - EUTELSAT115WB(S2938) - (114.9 W.L.)

PEBBLE MINE - EUTELSAT115WB(S2938) - (114.9 W.L.)

RED DOG MINE - EUTELSAT115WB(S2938) - (114.9 W.L.)

SELAWIK OFFICE - EUTELSATI115WB(S2938) - (114.9 W.L.)

SILVER BAY NAKNEK - EUTELSAT115WB(S2938) - (114.9 W.L.)

SILVERBAY FALSE PASS - EUTELSAT115WB(S2938) - (114.9 W.L.)

ST. PAUL - EUTELSATI115WB(S2938) - (114.9 W.L.)

TEST SITE - EUTELSATI15WB(S2938) - (114.9 W.L.)

TRIDENT AKUTAN - EUTELSAT115WB(S2938) - (114.9 W.L.)

TRIDENT NAKNEK - EUTELSAT115WB(S2938) - (114.9 W.L.)

TRIDENT SAND POINT - EUTELSAT115WB(S2938) - (114.9 W.L.)

YAKUTAT - EUTELSAT115WB(S2938) - (114.9 W.L.)

ZLES - EUTELSATI15WB(S2938) - (1149 W.L)

SES-MOD-20201215-01382 E E000342 GUSA Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LLC requests modification of its fixed earth station in Clifton, TX, to change the antenna, add new emission designators, and to
increase the EIRP and EIRP density to communicate with the current licensed satellites in the current licensed frequency bands.
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SITE ID:
LOCATION:

CLFN-2

ANTENNA ID:  CLF RFT2

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6875.9500 - 6877.1500 MHz

6875.9000 - 6879.1000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5091.3800 - 5091.6200 MHz

6 meters

848 County Road 4290, Bosque, Clifton, TX
31°47'57.50 " N LAT.

97°36'44.70 " W LONG.

COBHAM SATCOM

1IM23G7TW

50KONON

IM23XXX

IM23G7TW

NON

2M46GTW

2M46G2W

IM23XXX

IM23G2W

2M50G2D

7K00G1D

70K0G7D

50KONON

2M46GTW

2M46G2W

IM23XXX

1IM23G2W

NON

40K0G2D

59.00 dBW

55.00 dBBW

55.00 dBW

59.00 dBBW

55.00 dBW

59.00 dBBW

68.00 dBW
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SEATEL TRACKER

Waveform consists of multiple
direct-sequence spread-spectrum
channels whose carriers are uniformly
spaced. Each CDMA channel is 1.23
Mc/sec. Each CDMA Waveform is
QPSK

Unmodulated CW for Testing

White noise modulated carrier for testing

CDMA voice and data

Unmodulated CW for Testing

Wideband CDMA voice and data

Wideband CDMA for single-carrier
AMSS

White-noise-modulated carrier for testing

Direct-sequence CDMA for single-carrier
AMSS

Direct-sequence CDMA for single-carrier
telemetry data

Telemetry carrier

Telemetry carrier

Unmodulated CW for Testing

Wideband CDMA voice and data

Wideband CDMA for single-carrier
AMSS

White-noise-modulated carrier for testing

Direct-sequence CDMA for single-carrier
AMSS

Unmodulated CW for testing; maximum
EIRP density per carrier is 59.0 dBW in
any bandwidth

Telecommand Carrier



5091.0000 - 5092.0000 MHz 76K0F2D 68.00 dBBW

6900.0000 - 7055.0000 MHz 230KG7D
6900.0000 - 7055.0000 MHz 280KG7D
5096.0000 - 5250.0000 MHz 4M50G7D 68.00 dBBW
5096.0000 - 5250.0000 MHz IM23G7TW 55.00 dBW
6900.0000 - 7055.0000 MHz 200KG7D

Points of Communication:

CLFN-2 - GLOBALSTAR (S2115) - (NGSO)

CLFN-2 - GLOBALSTAR 2.0 - (NGSO)

Telecommand Carrier

BURST MODE PACKET DATA WITH

BPSK MODULATION

BURST MODE PACKET DATA WITH

BPSK MODULATION

BURST MODE PACKET DATA WITH

BPSK MODULATION

CDMA VOICE AND DATA

BURST MODE PACKET DATA WITH

BPSK MODULATION

SES-MOD-20201215-01383 E E970199 GUSA Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LL, requests to modification of itss feeder link earth station Clifton, TX. Globalstar proposes to operate its second-generation
earth station antenna under this call sign, and to use this antenna to transmit a new waveform over its global mobile satellite service (MSS')

network to add new emission designators, increase EIRP and EIRP density, and replace antenna..

SITE ID: CLFN-1
LOCATION: 848 County Road 4290, Bosque, Clifton, TX
31°48'0.20 "N LAT.

ANTENNA ID: CLFRFT 1 6 meters Cobham SATCOM
6900.0000 - 7055.0000 MHz S0KONON
6900.0000 - 7055.0000 MHz IM23XXX
6900.0000 - 7055.0000 MHz IM23G7W
6900.0000 - 7055.0000 MHz 1IM23G2W
6900.0000 - 7055.0000 MHz 2M50G2D
6900.0000 - 7055.0000 MHz 2M46G2W
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97°36'44.30 " W LONG.

SeaTel Tracker T6000

CW FOR TESTING

WHITE-NOISE MODULATED
CARRIER FOR TESTING

CDMA, VOICE AND DATA

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA

WIDEBAND CDMA FOR
SINGLE-CARRIER AMSS



6900.0000 - 7055.0000 MHz IM23XXX WHITE-NOISE-MODULATED

CARRIER FOR TESTING
6900.0000 - 7055.0000 MHz 2M50G7D DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA
6900.0000 - 7055.0000 MHz 2M46GTW WIDEBAND CDMA VOICE AND
DATA
6900.0000 - 7025.0000 MHz 1IM23G7TW CDMA, VOICE AND DATA
6900.0000 - 7025.0000 MHz NON UNMODULATED CW FOR TESTING
6900.0000 - 7025.0000 MHz 2M46GTW WIDEBAND CDMA VOICE AND
DATA
6900.0000 - 7025.0000 MHz 1IM23G2W DIRECT-SEQUENCE CDMA FOR

SINGLE-CARRIER AMSS

6875.9500 - 6877.1500 MHz 7K00G1D TELEMETRY CARRIER
6875.9500 - 6877.1500 MHz 7K00G1D TELEMETRY CARRIER
6875.9000 - 6879.1000 MHz 70K0G7D TELEMETRY CARRIER
6875.9000 - 6879.1000 MHz 70K0G7D TELEMETRY CARRIER
5096.0000 - 5250.0000 MHz IM23G7W 55.00 dBBW CDMA, VOICE AND DATA
5096.0000 - 5250.0000 MHz 50KONON 59.00 dBBW CW FOR TESTING
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBBW WHITE-NOISE-MODULATED
CARRIER FOR TESTING
5096.0000 - 5250.0000 MHz 1IM23G2W 55.00 dBW DIRECT-SEQUENCE CDMA FOR

SINGLE-CARRIER AMSS

5096.0000 - 5250.0000 MHz 1IM23G7TW 55.00 dBW CDMA VOICE AND DATA

5096.0000 - 5250.0000 MHz 2M46GTW 55.00 dBBW WIDEBAND CDMA VOICE AND
DATA

5096.0000 - 5250.0000 MHz 2M46G2W 55.00 dBW WIDEBAND CDMA FOR

SINGLE-CARRIER AMSS

5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBW WHITE-NOISE-MODULATED
CARRIER FOR TESTING
5096.0000 - 5250.0000 MHz 1IM23G2W 55.00 dBBW WIDEBAND CDMA FOR

SINGLE-CARRIER AMSS

5096.0000 - 5250.0000 MHz NON 59.00 dBBW UNMODULATED CW FOR TESTING;
MAXIMUM EIRP DENSITY PER
CARRIER IS 59.0 dBW IN ANY
BANDWIDTH.
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5091.3800 - 5091.6200 MHz 40K0G2D

5091.3800 - 5091.6200 MHz 40K0G2D
5091.0000 - 5092.0000 MHz 76K0F2D

5091.0000 - 5092.0000 MHz 76K0F2D

5096.0000 - 5250.0000 MHz 4M50G7D
6900.0000 - 7025.0000 MHz 280KG7D
6900.0000 - 7025.0000 MHz 230KG7D
6900.0000 - 7025.0000 MHz 200KG7D

Points of Communication:

CLFN-1 - GLOBALSTAR (S2115) - (NGSO)

CLFN-1 - GLOBALSTAR 2.0 - (NGSO)

68.00 dBBW

68.00 dBW

68.00 dBBW

68.00 dBW

68.00 dBBW

TELECOMMAND CARRIER

TELECOMMAND CARRIER

TELECOMMAND CARRIER

TELECOMMAND CARRIER

BURST MODE PACKET DATA WITH
&#960;/2-BPSK MODULATION

BURST MODE PACKET DATA WITH
BPSK MODULATION

BURST MODE PACKET DATA WITH
BPSK MODULATION

BURST MODE PACKET DATA WITH
BPSK MODULATION

SES-MOD-20201222-01426
Application for Modification
Class of Station: Fixed Earth Stations

E E200622

Nature of Service: Fixed Satellite Service

Hargray CATV Co., Inc.

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the Public Notice of this

application not being published on the FCC Digest

Hargray CATV Co., Inc. requests modification of its fixed earth station in Bluffton, SC to add 14 antennas to existing receive-only registration

pursuant to FCC Order DA 20-1258.

SITE ID: PTVL Headend
LOCATION: 20 Gibbet Road, Beaufort, Bluffton, SC
32°15'24.45" N LAT.

80°57'51.37" W LONG.

ANTENNA ID:  Antenna #1 4.5 meters Scientific Atlanta 4.5 meter
3700.0000 - 4200.0000 MHz 36MOG7TW Digital Video
ANTENNA ID:  Antenna #2 3.7 meters Patriot 3.7 Meter
3700.0000 - 4200.0000 MHz 36MOG7TW Digital Video
ANTENNA ID:  unknown
3700.0000 - 4200.0000 MHz 36MOG7TW

Points of Communication:
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PTVL Headend - PERMITTED LIST - ()

SES-MOD-20201223-01432
Application for Modification
Class of Station:

Nature of Service:

E E970381

Mobile Earth Station

Mobile Satellite Service

GUSA Licensee LLC

GUSA Licensee LLC requests modification of its mobile earth station blanket license to add a new Handheld 3 antenna, new emission designator,

and other technical data on its licence.

SITE ID: 1
LOCATION:

ANTENNA ID:  Handhld

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz
ANTENNA ID: 'V Mobile
2483.5000 - 2500.0000 MHz
1610.0000 - 1618.7250 MHz

ANTENNA ID: A Fixed

2483.5000 - 2500.0000 MHz
1610.0000 - 1618.7250 MHz
ANTENNA ID:  Aviationl

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID:  Telemetry
2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz
ANTENNA ID:

Aviation2

2483.5000 - 2500.0000 MHz

0 meters

0 meters

0 meters

Tele Communications, Inc. for
Qualcomm

IM23G1IW
IM23G1W 1.00 dBW
VARIOUS
IM23G1IW
IM23G1IW

9.00 dBW

Tele Communications, Inc. for
Qualcomm

IM23G1IW
IM23G1W 8.00 dBBW

ARNAYV (Size: 3.93"Lx3"Wx0.88"D)
IM23G1W

IM23G1IW 2.00 dBBW

VARIOUS
IM23XXX

2M50G1D
Qualcomm (Size:

3.93"Lx3"Wx0.88"D)

IM23G7W
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CONUS, Alaska, Hawaii, Puerto Rico, US Virgin Islands, all US territories,, all US WATER

handheld units

CDMA / Voice and data

CDMA / Voice and data

VARIOUS

CDMA / Voice and data

CDMA / Voice and data

Ancillary fixed

CDMA / Voice and data

CDMA / Voice and data

RCOM-100

CDMA/ for single-carrier AMSS

Direct-sequence CDMA for single-carrier
AMSS

VARIOUD

DATA

Direct-sequence CDMA for single-carrier
telemetry data

MDSS

Direct-sequence CDMA for multi-carrier
air-based or ground-based MSS



1610.0000 - 1618.7250 MHz

ANTENNA ID:  Handhld2

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID:  V Mobile3

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: A Fixed4

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: MCM-4

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: SDVM

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: 'V Mobile2

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: A Fixed2

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

ANTENNA ID: A Fixed3

2483.5000 - 2500.0000 MHz

1610.0000 - 1618.7250 MHz

IM23G7W 2.00 dBBW

VARIOUS

IM23G1W

IM23G1IW

Tecom for Richardson Electronics

IM23G1IW

IM23G1W 4.00 dBBW
VARIOUS

IM23G1W

IM23G1IW 9.80 dBW

Tecom for Richardson Electronics

IM23G7TW

1IM23G7TW 7.50 dBW

Tecom for Richardson Electronics

IM23G1IW

IM23G1W 4.00 dBW
Qualcomm

IM23G1W

IM23G1IW 5.00 dBW
Qualcomm

IM23G1IW

IM23G1W 6.70 dBW
Ericsson

IM23G1W

IM23G1IW 8.00 dBBW
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Direct-sequence CDMA for multi-carrier
air-based or ground-based MSS

VARIOUS

CDMA/Voice and Data

CDMA/Voice and Data

Vehicular Mobile 3

CDMA/Voice and Data

CDMA/Voice and Data

VARIOUS

CDMA/Voice and Data

CDMA/Voice and Data

MCM-4

Direct-sequence CDMA for four-channel
voice and data

Direct-sequence CDMA for four-channel
voice and data

GSP-1720

CDMA/Voice and Data

CDMA/Voice and Data

GCK-1410

CDMA/Voice and Data

CDMA/Voice and Data

GSP-2900

CDMA/Voice and Data

CDMA/Voice and Data

FAU-200

CDMA/Voice and Data

CDMA/Voice and Data



ANTENNA ID: SDM Qualcomm GSP-1620

2483.5000 - 2500.0000 MHz IM23G1W CDMA/Voice and Data
1610.0000 - 1618.7250 MHz IM23G1IW 4.50 dBBW CDMA/Voice and Data
ANTENNA ID:  PTracker VARIOUS VARIOUS
2483.5000 - 2500.0000 MHz IM23XXX DATA
1610.0000 - 1618.7250 MHz 2M50G1D -3.00 dBBW Direct-sequence CDMA for single-carrier

telemetry data

ANTENNA ID:  Handhld3 VARIOUS VARIOUS
1610.0000 - 1618.7250 MHz 280KG1D Burst mode packet data with BPSK
modulation
1610.0000 - 1618.7250 MHz 230KG1D Burst mode packet data with BPSK
modulation
1610.0000 - 1618.7250 MHz 200KGI1D Burst mode packet data with BPSK
modulation
2483.5000 - 2500.0000 MHz 4M50G7D Burst mode packet data with &#960;/

2-BPSK modulation

Points of Communication:

1 - GLOBALSTAR (S2115) - (NGSO)

1 - GLOBALSTAR 2.0 - (NGSO)

SES-STA-20201203-01293 E Universal Space Network, Inc.
Special Temporary Authority
Class of Station:

This application is returned to the public notice due to a technical issue that began on December 21, 2020 that caused the IBFS Public Notice to
not be published in the FCC Daily Digest.

Universal Space Network (USN) requests an STA for 180 days to allow its Hawaiian earth station to continue to communicate with the Athena
satellite. The station is currently providing telemetry, tracking and control communications under SES-STA-20201110-01236. The authority
sought here will allow Athena to continue to leverage the increased diversity of earth stations to accelerate and facilitate the satellite's objectives.
It is requested that the above STA authority be extended until the commission takes action on this request.

Points of Communication:

SES-T/C-20201215-01389 E E040285 Telesat
Application for Consent to Transfer of Control
Current Licensee: Telesat
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 2

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.
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SES-T/C-20201215-01390 E E050321 Telesat
Application for Consent to Transfer of Control
Current Licensee: Telesat
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 1

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.

SES-T/C-20201215-01391 E E070072 Infosat Able Holdings, Inc.
Application for Consent to Transfer of Control
Current Licensee: Infosat Able Holdings, Inc.
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 1

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.

SES-T/C-20201216-01411 E E020101 Telesat Network Services, Inc.
Application for Consent to Transfer of Control
Current Licensee: Telesat Network Services, Inc.
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 2

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.

SES-T/C-20201216-01412 E E060351 Telesat Network Services, Inc.
Application for Consent to Transfer of Control
Current Licensee: Telesat Network Services, Inc.
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 10

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.

SES-T/C-20201216-01413 E E000706 Skynet Satellite Corporation
Application for Consent to Transfer of Control
Current Licensee: Skynet Satellite Corporation
FROM: Telesat Canada
TO: TELESAT CORPORATION
No. of Station(s) listed: 3

Through Public Notice Report No. SAT-01519, dated 1/8/2021, this application was referred to the relevant Executive Branch agencies for their
views on any national security, law enforcement, foreign policy or trade policy concerns related to the foreign ownership of the Applicants.
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For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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